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Little Parts. Big Difference.,

Lynlas- og skydertyper efter funktion

Types of Zippers and Sliders by Function

Ikke-delbar (C)  Delbar (O) To-vejs delbar O-model to-vejs X-model to-vejs Lokke Top aben
Closed-End Open-End Two-Way O-Type X-Type Loop Top Open
Separator Two-Way Two-Way

BASISSKYDERE 545/ S11DERS

Non-lock skyder Automatisk skyder Semi-automatisk skyder

Non-Lock Slider - Automatic Slider - Semi-automatic Slider -
Vedhaenget laser ikke i Lasen laser automatisk, Vedhaenget laser, nar det traek-

nogen stilling pa skyderhuset. nar vedhaenget ikke pavirkes. kes nedad. Vedhaenget abner,

Ingen lasemekanisme. nar det traekkes opad.

The pull-tab doesn’t lock at The lock automatically The pull-tab locks when

any position of the body. locks when no force is lowered. The pull-tab

No locking mechanism. applied to the pull tab. unlocks when raised.

Jeansskyder Pin-lock-skyder Dobbelt vedhaeng
Jeans Slider - Pin Lock Slider - Double Pull —
Abner eller lukker bade forfra

og bagfra. (Auto-lock “DX", non-lock
“DW”, notch-lock "DD”)

Semi-automatisk skyder til jeans.. Stifter pa vedhaenget pavirker
elementerne og laser.

Semi-automatic slider Pins on the pull tab work Opens or closes from either

for jeans. on the elements and lock. front or back. (Automatic”
DX’ Non-Lock "DW’", Notch
Lock "DD”)

Vendbar skyder Plastikskyder

Reversible Slider - Plastic Slider -

Vedhazenget bevaeger sig ad en roter- Lasen er af metal.

ende skinne. Lynlasen abnes og lukkes (Non-lock, Automatisk)

enten forfra eller bagfra. (Automatisk) The lock is made of metal.

The puller moves along a rotating (Non-lock, Automatic)

rail. The zipper opens or
closes from either front
or back. (Automatic)

N <



